
WATERTIGHTNESS

• �Universal application between  
all types of tile and roof singular 
points.

• �The product has added 
mechanical strength and durability 
thanks to its aluminium coating.

• �60% stretch, for easy application.

• �Exceptional adhesion, sticking to 
all surfaces, even damp or  
greasy ones.

• �Ready-to-use product 
requiring no special tools. 

• � ALTKA® is available  
in two widths 
(300 and 450 mm)  
and two colours (red and slate).

• �10-year guarantee 
on product functions.

Product  

advantages 

ALTKA® is a flexible, solid and 
durable waterproof strip with 
exceptional adhesion, to join roof 
singular points.

Adhesion
High-quality butyl 
on the whole underside.

Aluminium 
coating

Available in two widths 
(300 and 450 mm) 

and two colours 
(red and slate)

Strong 
and durable
With its 
aluminium 
coating

Easy application
Thanks to 

two removable 
polypropylene strips

Stretch and form
Exceptional 
60% stretch 
to fit all types of tile

UP TO 60%

WATERPROOF STRIPS 
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2- �ALTKA® strip is shaped, formed, and stuck to the tile to provide 
optimum watertightness. Application between two strips is 
performed in the direction of rainwater flow and with an overlap  
of at least 5 cm.

4- �Use knock-in plugs that are suitable for the substrate and provide  
a watertight fastening system. Apply a sealant joint in the  
UV-resistant fold.

1- �Position the tile as close as possible to the wall, and then place  
the ALTKA® strip in a position that maintains a distance of 9 cm  
from the highest point of the tile, whilst covering the lining beyond 
the raised part* of the whole tile. 

Use and installation
Specific case of a side wall join

3- �For a perfect finish and seal, place a strip of sealant joint  
flashing on the ALTKA® with a 3-cm overlap. Perforate the strip  
at the desired fastener locations. 

Product details

Packaging
Product Unit Box Pallet Sales unit

ALTKA 300 5 lm 25 lm 600 lm Box

ALTKA 450 5 lm 10 lm 400 lm Box Red Slate

Description Width Length Cat. No.

Item code

Colour

Red Slate

ALTKA 300 300 mm 5 lm ALTKA-300 090163 090164

ALTKA 450 450 mm 5 lm ALTKA-450 090165 090166


